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1. Scope: 

    This specification is applicable to optical fiber patch cord and with optical connectors.  

 

2. Ordering Information/Part Number: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3. Features and Benefits: 

• Compliant with : IEC, JIS, Telcordia 

• Optical performance 100% factory tested  

• Customized assemblies available include of lengths  

• Various connector styles and Superb performance  

• Minimum loss 

 

4. Application: 

• Telecommunication Networks  

• CATV Networks  

• Active Device Termination  

• Local Area Networks 

• Data system networks 
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5.  Specification: 

 

 

6. Spec of fiber:  

 

Items Units Specification 

Attenuation 

1310nm 

dB/km 

≤0.50 

1490nm* ≤1310nm measured value 

1550nm ≤0.50 

Chromatic dispersion 
1285�1330nm 

ps/nm.㎞ 
≤3.5 

1550nm ≤18 

*This characteristic may be replaced fiber maker’s test report 

 

Characteristics Conditions Value 

Insertion Loss Against Reference connector <0.2dB 

Return Loss SPC >40dB 

UPC >50dB 

APC >60dB 

Durability 1000matings <0.2dB 

Temperature Cycling -40 ~ +80℃ (42 cycles) <0.2dB 

Humidity Cycling 75℃, 95%/336hr <0.2dB 

Vibration 10 ~ 55Hz(2Hr) <0.2dB 

Flex Test 0˚→90˚→0˚→90˚, 5kgf(100cycles) <0.2dB 

Twist Test ø0.9㎜ : 0.75kgf, ø2.0㎜ : 1.53kgf <0.2dB 

Straight Pull Test 100N Load <0.2dB 

Impact 1.5m drop, 8tlmes <0.2dB 




